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3D effects 3D effects



Other characteristics of Beled and iLed 2
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PHPC  ( Print Head Position Control )
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Altre caratteristiche di Beled e iLed 2
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Tavole personalizzate



Dpi Dg Printing S.r.l
Via Emilio Salgari 14/e - 31056 Roncade (TV) - Italy 
Phone +39 (0)422 798493 - Fax. +39 (0)422 799711 
e-mail: info@dpidgprinting.com   - Website: dpidgprinting.com

DG DPI PRINTING reserves the right to make changes in specifications, materials and accessories 
without notice. The result may differ from the information in this brochure.

www.facebook.com/sertecsrl www.twitter.com/sertecsrl

Dealer:

Technical details Beled - Beled Plus iLed2

Print area / Area di stampa 600 x 450 mm  (Beled) 
1090 x 600 mm (Beled Plus) 285x500mm

Resolution / Risoluzione Max 1440dpi Max 5760dpi
Printheads / Testina di stampa Piezo eletric 8 channel / Piezo elettrica 8 canali
Max material thickness / Max. spessore materiale 300mm 170mm
Ink / Inchiostro UV Led CMYK + White + gloss
Ink container / Contenitore inchiosto Pressurized bottles
Interfaces / Interfacce Usb 2.0 or ethernet RJ45 Usb 2.0
Consumption / Consumo 250 W 500W
Software RIP WhiteRIP UV edition

Applicazioni ideali Ideal applications

Gadgets Industrial

Promotional
Packaging


